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A80 – A82 / AF2 – AF8 (LEATHER) 

  

    

A80 A82     

      

    

  

AF2 AF4 AF7 AF8   

      
COMPOSITION / ORIGIN: european cattle hides  
THICKNESS: 0,8 / 1,0 mm 
ABRASION RESISTANCE: 50.000 bucklings 
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AD0 

 

     

AD0      

      
COMPOSITION: 20% polyester, 70% PVC,10% PU  
WEIGHT: 510 g/m² (+/- 10%) 
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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B90 – B99 /  BG1 – BG8 

      

B90 B91 B92 B93 B94 B98 

      

      

B99 BG1 BG2 BG3 BG4 BG8 

      
COMPOSITION: 100% polyester  
WEIGHT: 340 g/m² (+/- 10%) 
ABRASION RESISTANCE: 50.000 cycles (Martindale) 
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BB0 – BB9 

      

BB0 BB1 BB2 BB3 BB4 BB5 

      

    

  

BB6 BB7 BB8 BB9   

      
COMPOSITION: 100% polyester  
WEIGHT: 287 g/m² (+/- 10%) 
ABRASION RESISTANCE: > 30.000 cycles (Martindale) 
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BC0 – BC7 / BD3 – BD6 

      

BC0 BC1 BC4 BC5 BC6 BC7 

      

  

    

BD3 BD6     
      
COMPOSITION: 100% polyester  
WEIGHT: 175 g/m² (+/- 5%) 
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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BG0, BG4 (exclusively for model HIGH SIT UP) 

  

    

BG0 BG4     

      
COMPOSITION: 100% polyester  
WEIGHT: 200 g/m² (+/- 5%) 
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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BH0 – BH3 

  

    

BH0 BH3     

      
COMPOSITION: 100% polyester  
WEIGHT: 340 g/m² (+/- 5%) 
ABRASION RESISTANCE: 78.000 +/-20% cycles (Martindale) 
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BI0 – BI6 

     

 

BI0 BI3 BI4 BI5 BI6  

      
COMPOSITION: 100% polyester  
WEIGHT: 470 g/m² (+/- 5%) 
ABRASION RESISTANCE: 30.000 cycles (Martindale) 
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B40, B42, B48 (exclusively for model FREE ART) 

   

   

B40 B42 B48    

      
COMPOSITION: 68% polyester, 32% elastane  
WEIGHT: 240 g/lfm (150 g/m3) 
ABRASION RESISTANCE: 18.000 cycles (Martindale) 
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BR0 – BR7, BT1 – BT9 

      

BR0 BR1 BR3 BR4 BR5 BR6 

      

 

     

BR7      

      

      

BT1 BT3 BT4 BT5 BT6 BT7 

      

  

    

BT8 BT9     

      
COMPOSITION: 100% polyester  
WEIGHT: 210 g/m² (+/- 10%) 
ABRASION RESISTANCE: 50.000 cycles (Martindale) 
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BS0 – BS3 

  

    

BS0 BS3     

      
COMPOSITION: 100% polyester  
WEIGHT: 524 g/m² (+/- 10%) 
ABRASION RESISTANCE: 40.000 cycles (Martindale) 
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BU1 - BU9 

      

BU0 BU1 BU3 BU5 BU6 BU8 

      

 

     

BU9      

      
COMPOSITION: 100% polyester  
WEIGHT: 275 g/m² (+/- 10%) 
ABRASION RESISTANCE: 80.000 cycles (Martindale) 
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CA1, CA4 

 

 

 
 

CA1 CA4  
 

    

COMPOSITION: 100% polyester  
WEIGHT: 165 g/m² (+/- 5%) 
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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DA0 – DA6 

      

DA0 DA1 DA2 DA4 DA5 DA6 

      
COMPOSITION:  Wear layer : 100% PU 
              Ground fabric : 65% PES, 30% CO, 5% CV 
WEIGHT: 368 g/m² (+/- 5%) 
ABRASION RESISTANCE: 100.000 cycles  (Martindale) 
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DB0 – DB9 

      

DB0 DB1 DB2 DB3 DB4 DB5 

      

    

  

DB6 DB7 DB8 DB9   

      
COMPOSITION: Wear layer: 100 % PU 
                        Ground fabric: 72 % PES, 28 % CO 
WEIGHT: 440 g/m² (+/- 5%) 
ABRASION RESISTANCE: 100.000 cycles (Martindale) 
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DC0 – DC8 

      

DC0 DC2 DC3 DC4 DC5 DC6 

      

   

   

DC7 DC8 DC9    

      
COMPOSITION: 100% polyester  
WEIGHT: 288 g/m² (+/- 5%) 
ABRASION RESISTANCE: 43.000 cycles (Martindale) 
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D10 – D60 

   

   

D10 D16 D60    

      
COMPOSITION:  88% PVC Compound, 12% Cotton 
WEIGHT: 1.070 g/m² (+/- 5%) 
ABRASION RESISTANCE: 30.000 bucklings 
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FW2 – FW9 

     

 

FW2 FW 5 FW6 FW7 FW9  

      
COMPOSITION: 100% polyester  
WEIGHT: no details per running meters  
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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FV0 – FZ3 (exclusive for model Sitness Biker Ball Junior) 

     

 

FV0 FV1 FV6 FZ0 FZ3  

      

      

      

      
COMPOSITION: 100% polyester 
ABRASION RESISTANCE : 40.000 cycles (Martindale) 
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G03 – G28 

      

G03 G04 G05 G07 G08 G09 

      

      

G20 G21 G22 G23 G26 G27 

      

 

     

G28      

      
COMPOSITION: 100% polypropylene  
WEIGHT: 235 g/m² (+/- 5%) 
ABRASION RESISTANCE: 35.000 +/- 20% cycles (Martindale) 
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JB2 

 

   

JB2    

    
COMPOSITION: 100% cotton  
WEIGHT: 140 g/m² (+/- 5%) 
ABRASION RESISTANCE: 10.000 cycles (Martindale) 

 

JD0 – JD8 

    

JD0 JD1 JD3 JD4 

    

  

  

JD7 JD8   

    
COMPOSITION: 80% polyester, 20% elastane  
WEIGHT: 200 g/m² (+/- 5%) 
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JF01 – JF91 

    

JF01 JF11 JF12 JF26 

    

    
JF31 JF40 JF66 JF71 

    

   

 

JF81 JF86 JF91  
    
COMPOSITION: 80% polyester, 20% elastane  
WEIGHT: 190 g/m² (+/- 5%) 
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L50 – L59 

      

L50 L51 L52 L53 L54 L55 

      

    

  

L56 L57 L58 L59   

      
COMPOSITION: 70% wool, 25% polyamide, 5% other fibres  
WEIGHT: 350 g/m² (+/- 5%) 
ABRASION RESISTANCE: 100.000 +/- 20%  cycles (Martindale) 
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PU0 

 

     

PU0      

      
COMPOSITION: 100% polyurethan  
WEIGHT:  not specified 
ABRASION RESISTANCE:  not specified 
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S01 – S18 

      

S01 S03 S04 S05 S07 S08 

      

      

S10 S11 S12 S13 S14 S16 

      

 

     

S18      

      
COMPOSITION: Wear layer: 100% PU 
       Ground fabric: 65% PES, 30% CO, 5% CV 
WEIGHT: 392 g/m² (+/- 5%) 
ABRASION RESISTANCE: 100.000 cycles (Martindale) 
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TA3 , TC1 – TC7 
     

 

 

           

TA3            

            

    

        

TC1 TC3 TC6 TC7         

            
COMPOSITION: 100% polyester 
WEIGHT: 150 g/m² (+/- 5%) 
ABRASION RESISTANCE: 20.000 cycles (Martindale) 
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T20 – T39 

      

T20 T21 T22 T23 T24 T25 

      

      

T26 T27 T28 T31 T33 T34 

      

   

   

T35 T38 T39    

      
COMPOSITION: 100% PL FR TREVIRA CS  
WEIGHT: 315 g/m² (+/- 5%) 
ABRASION RESISTANCE: 50.000 +/- 20% cycles (Martindale) 
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W50 – W59 

      

W50 W51 W52 W53 W54 W55 

      

    

  

W56 W57 W58 W59   

      
COMPOSITION: 100% polyester  
WEIGHT: 400 g/m² (+/- 5%) 
ABRASION RESISTANCE: 50.000 cycles (Martindale) 
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